


The elite's strongest features are its ability to retro-
fit onto many of the existing slit lamps already in
the marketplace and interface with ReSeeVit™
Total Solution Software. This software is designed
to manage all of your digital imaging needs. Based
on a powerful SQL database, it stands out in the
crowded ophthalmic digital imaging market.

Camera Specifications

Gamma Correction

The elite camera applies a Gamma-correction algorithm in
real-time inside the camera to adjust the brightness of the
monitor to that of each pixel. Our algorithm is a modified
standard to reduce the noise at the border of the range of
the brightness.

Selective Sharpness

The selective-sharpness algorithm provides a perfect
exposure, by automatically adjusting the gamma-curve
and the settings for the color balance. Brightness and
contrast are automatically adjusted in real time. Selective
-sharpness effect is to emphasize details without adding
any noise in the parts without borders.

Auto Shutter Function

Individual image variations are detected by the camera in
“1/3 frame” time, which provides a fluid compensation.

High Dynamic Aspect

This ensures sharp images in special environments
including

 High magnifications

¢ Critical light conditions
*Fluorescein

* Low light levels
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Crisp multi-dimensional image quality
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View vivid, vibrant fluorescein patterns

Capture endothelial images with slit lamp
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Video clips with ReSeeVit™ Splice Technology



